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Pages  10  to  25. 

Table  of  Lights. 

Changes  have  occurred  in  the  list  of  lights  since  the  publication  of  the  volume.  For 
description  of  lights  see  the  Light  List,  Atlantic  and  Gulf  ('oasts  of  the  United  States,  which 
can  be  obtained  free  of  charge  from  the  Division  of  Publications,  Department  of  Commerce, 
Washington,  D.  C. 

Page  28. 

United  States  Naval  wireless  telegraph  stations. 

The  wireless  telegraph  station  at  Dry  Tortugas  is  discontinued. 

The  call  letters  of  the  United  States  Naval  wireless  telegraph  stations  have  been  changed, 
and  now  are:  N A R,  Key  West;  NAS,  Pensacola;  N A T,  New  Orleans. 

Page  35. 

Sailing  Directions. — Section  4,  Paragraph  111. 

The  gas  and  whistling  buoys  formerly  moored  northward  of  Trinity  Shoal  are  replaced  by 
a PS  nun  buoy. 

Page  36. 

Trinity  Shoal. 

A gas  and  whistling  buoy  (occulting  white  light)  is  moored  in  7 fathoms  off  the  southerly 
edge  of  Trinity  Shoal,  and  in  latitude  29°  07'  (30")  N,  longitude  92°  15'  (00")  W.  The 
WNW  % W (N  70°  W true)  course  from  Ship  Shoal  lighthouse  leads  about  2}/^  miles  southward 
of  the  buoy.  A station  buoy  (nun,  No.  2)  is  established  alongside. 

Page  36. 

Sabine  Bank. 

A IIS  gas  buoy  (occulting  white  light)  is  moored  in  5 fathoms  on  the  northeasterly  edge 
of  the  easternmost  shoal  of  Sabine  Bank,  about  1 mile  northeastward  of  the  3%-fathom  spot, 
and  in  latitude  29°  21’  N,  longitude  93°  19'  W. 

A bell  buoy  is  placed  on  the  easterly  side  of  the  channel  between  the  shoals  of  Sabine 
Bank;  it  bears  90°  true  ( E % N mag.),  distant  3 % miles  from  Sabine  Bank  lighthouse. 
Soundings  made  in  1911  across  the  channel  found  depths  of  20  feet  near  the  lighthouse, 
gradually  deepening  to  25  feet  miles  eastward  of  it;  thence  to  the  bell  buoy"  depths  of 
25  to  35  feet  were  found,  the  deepest  water  being  3^  mile  westward  of  the  buoy. 

Page  40. 

Sailing  Directions,  Key  1 Vest  Harbor. — Section  1 . 

The  two  HS  nun  buoys  passed  on  the  NW  % N course  are  removed.  A small  shoal  with 
!6  feet  over  it  lies  off  the  eastern  edge  of  Frankford  Bank  and  about  f 25  yards  southeastward 
of  black  can  buoy  No.  17. 

Section  1 B and  dangers. 

Key  West  entrance  gas  buoy  (occulting  white  light)  is  moored  in  12  fat  homs  oil  I ho  Main 
Ship  Channel  range  about  mile  southward  of  the  Entrance  buoy  (PS  nun). 

The  two  25-foot  spots  have  been  removed. 

An  18-foot  spot  lies  550  yards  285°  true  ( WN 11  7S  11  mag.)  of  the  Entrance  buoy 
(PS  nun). 

A nun  buoy  (No.  4)  is  established  in  a depth  of  18  feet  to  mark  Raleigh  Rock;  the  buoy 
(nun,  red  and  black  horizontal  stripes)  formerly  marking  Raleigh  Rock  is  removed. 

Page  42. 

Sailing  Directions,  Key  West  Harbor. — Section  1 E. 

A shoal  with  a least  depth  of  16  feet  lies  close  to  the  usual  sailing  line,  about  % mile  319° 
true  ( NW  % N mag.)  of  Middle  Ground  beacon  "3.” 

A shoal  with  a least  depth  of  18  feet  lies  450  yards  311°  true  (A7 Ik  H niag.)  of  Satan 
Shoal  buoy  (can,  red  and  black  horizontal  stripes). 
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A small  18-foot  spot  lies  1 mile  10°  true  (N  % E mag.)  of  Middle  Ground  beacon  No.  3. 
Buoy  No.  6 is  moved  to  mark  this  spot,  and  should  be  left  about  100  yards  on  the  starboard  hand 
on  the  NE  % E course  for  Key  West  lighthouse. 

Buoy  No.  7 has  been  moved  and  now  lies  about  % mile  northwestward  of  buoy  No.  6. 
Kingfish  Shoals  buoy  No.  9 has  been  moved  south-southwestward,  and  will  be  left  about 
250  yards  on  the  port  hand  on  the  NE  % E course  for  Key  West  lighthouse. 

Section  I F. 

Change  the  directions  of  the  first  paragraph  to  read:  From  Entrance  to  West  Channel  PS 
buoy  steer  85°  true  (E  % N mag.)  for  4)4  miles,  pass  between  buoys  Nos.  6 and  7,  and  steer 
54°  30'  true  (NE  % E mag.)  for  Key  West  lighthouse. 

Page  43. 

Sailing  Directions , Key  West  Harbor. — Section  1G. 

The  buoys  in  Northwest  Channel  have  been  changed  to  mark  the  improved  channel, 
and  the  following  courses  will  lead  in  a least  depth  of  about  16  feet.  The  range  of  Northwest 
Bar  light  and  Sand  Key  lighthouse,  bearing  174°  30'  (S  % E),  will  lead  45  yards  westward  of 
Entrance  bell  buoy  No.  1.  Then  steer  this  course  and  pass  midway  between  the  red  and  black 
buoys  until  % mile  from  Northwest  Bar  light  and  abreast  buoy  No.  4.  Then  leave  can  buoys  Nos. 
5 and  7 about  200  feet  on  the  port  hand,  steer  1 14°  true  (ESE  mag.)  and  pass  midway  between 
buoys  Nos.  9 and  6.  Passing  about  1 00  yards  eastward  of  the  latter  buoy  steer  137°  true  (SE  mag.) 
for  2)4  miles  to  a PS  nun  buoy,  passing  about  100  yards  westward  of  buoy  No.  11.  Then 
steer  152°  true  (SSE  % E mag.),  pass  about  100  yards  westward  of  buoy  No.  13,  and  continue 
the  course  to  Inner  Mid-channel  buoy,  which  lies  350  yards  south-southwestward  of  Middle 
Ground  light.  A 129°  true  (SE  % E mag.)  course  will  then  lead  in  a depth  of  15  feet  over  the 
southern  end  of  Middle  Ground,  passing  southward  of  buoy  No.  15.  Then  haul  up  more  eastward 
and  anchor,  or  stand  for  the  city  wharves,  leaving  buoy  No.  13  on  the  port  hand. 

Page  43. 

General  Directions,  Boca  Grande  Channel. 

North  Entrance  buoy  (PS  can)  is  removed. 

Page  44. 

General  Remarks. — Keys  and  reefs  westward  of  Key  West. 

Recent  surveys  have  developed  a number  of  shoal  soundings,  rocky  and  very  uneven 
bottom,  westward  of  Marquesas  Rock.  Some  of  the  shoaler  soundings  are:  3%  fathoms,  in 
latitude  24°  27'  N,  longitude,  82°  18.5'  W;  4 fathoms,  in  latitude  24°  26.5'  N,  longitude  82°  20.7' 
W;  4 % fathoms,  in  latitude  24°  25.8'  N,  longitude  82°  25.3  ' W;  5)4  fathoms,  in  latitude  24°  25.4' 
N,  longitude  82°  27.9'  W. 

Page  46. 

Dry  Tortugas. — Sections  I and.  II. 

Iowa  Shoal  buoy  (IIS  can)  is  painted  black  and  numbered  3. 

Long  Key  Shoal  northeast  end  buoy  (can,  No.  3)  is  removed. 

Long  Key  Shoal  northwest  end  buoy  (can,  No.  5)  is  removed. 

Page  48. 

Cape  Romano  Shoals. 

A whistling  buoy  is  established  to  replace  the  red  nun  buoy  (“Cape  Romano,  16”)  which  is 
removed. 

Pages  50  and  51. 

San  Carlos  Bay. 

A channel  200  feet  wide  and  12  feet  deep  has  been  dredged  through  the  bar  at  the  entrance 
to  San  Carlos  Bay  to  Puntarasa,  and  is  marked  by  Puntarasa  range  lights  and  buoys,  the  upper 
one  near  Puntarasa  being  buoy  No.  10. 

The  structure  of  Puntarasa  range  front  light  is  painted  red,  and  the  structure  of  the  rear 
light  is  painted  white. 

A channel  100  feet  wide  and  9 feet  deep  is  dredged  from  Puntarasa  to  Fort  Meyers;  this 
channel  is  well  marked  by  range  lights  and  beacons. 
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Pages  57  and  58. 

Sailing  Directions,  Tampa  Bay. — Section  1 . 

The  whistling  buoy  off  the  entrance  is  replaced  by  a PS  can  buoy. 

A PS  gas  and  whistling  buoy  (occulting  white  light)  is  moored  in  38  feet  about  2 miles 
westward  of  the  dredged  cut  in  the  North  Channel,  Tampa  Bay.  From  the  buoy  the  course 
through  the  dredged  cut  is  98°  true  (E  )4  S mag.)  heading  for  Egmont  Key  lighthouse. 

Middle  buoy  (PS  nun)  is  replaced  by  a PS  can. 

A single  pile  beacon  surmounted  by  a target  is  established  in  a depth  of  16  feet,  1^  mile 
westward  of  Egmont  Key  lighthouse.  A 98°  true  (E  )4  S mag.)  course  with  the  bacon  in 
range  with  the  lighthouse  will  lead  through  the  dredged  cut  at  the  entrance  to  North  Channel. 

Mullet  Key  Shoals  buoy  (can,  black,  No.  0)  is  renumbered  5. 

Page  58. 

Sailing  Directions,  Tampa  Bay. — Section  2. 

A PS  nun  buoy  is  established  in  a depth  of  5)4  fathoms,  1 mile  southeastward  of  the 
quarantine  station.  From  this  buoy  a NE  by  E % E course  for  4 rps  miles  will  lead  up  to  nun 
buoy  No.  2B  at  the  entrance  to  Cut  B,  thence  a NE  E course  for  3 miles  will  lead  through 
Cut  B,  which  is  marked  by  buoys. 

South  Entrance  buoy  (PS  can)  is  removed. 

Range  lights  are  established  to  lead  through  Cuts  C,  E,  and  F. 

Range  beacons  are  established  to  lead  through  Cut  G. 

A buoy  (nun,  No.  4G)  is  established  to  mark  the  turn  at  the  westerly  end  of  Cut  G. 

Section  2 A. 

A PS  nun  buoy  is  established  in  a depth  of  5)4  fathoms,  1 mile  southeastward  of  the 
quarantine  station. 

South  Entrance  buoy  (PS  can)  is  removed,  and  nun  buoy  No.  4B  is  established  near  its 
former  position. 

A concrete  pile  beacon  with  red  daymark  is  established  in  a depth  of  II  feet,  1)4  miles 
10°  30'  true  ( N % £ mag.)  of  Point  Pinelos  light. 

Page  60. 

Sailing  Directions,  Tampa  Bay. — Section  2B. 

A channel  24  feet  deep  has  been  dredged  in  Hillsboro  Bay  to  Tampa  and  is  marked  by 
buoys  and  lights;  the  aids  for  the  former  channel  are  removed.  The  directions  in  section  2B 
are  replaced  by  the  following: 

Follow  the  directions  in  section  2 until  abreast  can  buoy  No.  3F  at  the  upper  end  of  Cut  F, 
and  then  steer  NE  by  E % E for  3)4  miles,  passing  northward  of  nun  buoy  No.  10  and  to  a 
position  abreast  light  No.  2 at  the  entrance  to  the  dredged  cut  in  Hillsboro  Bay.  Then  steer 
NE  by  E )4  E for  % mile,  and  when  abreast  light  No.  4 steer  NE  )4  N for  nearly  % mile  until 
abreast  light  No.  6. 

From  light  No.  6 steer  N E,  being  guided  by  the  lights  and  buoys,  for  5^4  miles  until 
abreast  Hillsboro  River  entrance  range  front  light.  Then  steer  NNW  )4  W with  Hillsboro 
River  entrance  range  lights  in  line  astern  for  2)4  miles  to  the  turning  basin  at  Tampa. 

Page  60. 

Sailing  Directions,  Manatee  River. — Section  1 . 

A channel  100  feet  wide  and  9 feet  deep  is  dredged  from  McNiels  Point  to  Rocky  Bluff,  a 
distance  of  about  6 miles. 

Two  red  beacons  are  established  to  mark  the  south  side  of  the  cut  off  Sneads  Point  just 
eastward  of  Manatee  River  Cut  light. 

Buoys  Nos.  4 and  8 are  each  replaced  by  a fixed  red  light,  and  buoy  No.  5 is  replaced  by  a 
fixed  white  light. 

The  dredged  cuts  between  Palmetto  and  Rocky  Bluff  are  marked  by  beacons  and  one 
fixed  white  light. 

A cut  100  feet  wide  and  6 feet  deep  is  dredged  from  Manatee  River  to  Terraceia  Bay;  a red 
light  is  established  at  each  end  of  the  cut. 
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Page  62. 

Sailing  Directions,  Anclote  Anchorage. 

The  Turn  buoy  (PS  can)  in  the  southwest  channel  and  the  Turn,  buoy  (PS  can)  in  the 
northwest  channel  and  the  buoys  lying  between  them  are  all  removed. 

A black  beacon  is  established  in  a depth  of  4 feet,  about  % mile  southward  of  Anclote 
Keys  lighthouse,  on  the  southeast  point  of  the  shoal  south  of  Anclote  Keys. 

A fixed  white  light  shown  from  a black  structure  is  established  in  a depth  of  5 feet  on  the 
easterly  side  of  Anclote  Anchorage,  to  mark  the  northerly  side  of  the  entrance  to  the  dredged 
channel  into  Anclote  River. 

A red  beacon  (No.  2)  is  established  in  a depth  of  4]/2  feet  on  the  easterly  side  of  Anclote 
Anchorage  to  mark  the  southerly  side  of  the  entrance  to  the  old  channel  into  Anclote  River. 

A red  beacon  is  established  in  a depth  of  4 feet  on  the  westerly  side  of  Anclote  Anchorage 
to  mark  the  end  of  a spit  making  out  about  74  mile  eastward  from  North  Anclote. 

A black  beacon  is  established  in  a depth  of  4 feet  on  the  eastern  side  of  Anclote  Anchorage 
to  mark  the  end  of  a shoal  which  makes  out  about  1 l/2  miles  west-northwestward  from  Baileys 
Bluff. 

Page  63. 

Sailing  Directions,  Pori  Inglis. — Section  1 . 

A vessel  drawing  12  feet  3 inches  is  reported  to  have  struck  in  (approximately)  latitude 
28°  45'  N,  longitude  83°  00'  30"  W. 

Page  66. 

Sailing  Directions,  Cedar  Keys. — Section  2. 

Black  buoy  No.  7 is  removed. 

Pages  67  and  70. 

Sailing  Directions,  St.  George  Sound. 

South  Shoal  buoy  is  now  a bell  buoy. 

Pages  68  and  70. 

St.  George  Sound,  East  Pass. — Section  2. 

A channel  150  feet  wide  and  20l/2  feet  deep  has  been  dredged  across  the  bar  to  a point 
abreast  the  easterly  end  of  Dog  Island.  A NNW  % W course  with  Crooked  River  range 
lights  in  line  ahead  will  lead  from  Outer  bell  buoy  No.  1 through  the  dredged  cut  to  buoy  No.  9. 
Buoy  No.  9 is  located  about  700  yards  northward  of  the  former  position  of  buoy  No.  3. 

Page  70. 

St.  George  Sound. — Section  3. 

('an  buoy  (No.  5)  is  replaced  by  can  buoy  No.  1 . 

A nun  buoy  (No.  2)  is  established  in  a depth  of  17  feet  % mile  northward  of  the  easterly 
end  of  St.  George  Island. 

Can  buoy  (No.  7)  is  replaced  by  a black  beacon. 

First  Mid-channel  buoy  is  replaced  by  a red  beacon. 

Second  Mid-channel  buoy  is  replaced  by  a fixed  red  light  shown  from  a red  structure. 

Page  71. 

Sailing  Directions,  Apalachicola  Pay. — Sections  1 and  1 A. 

A PS  bell  buoy  is  moored  in  24  feet  of  water  near  the  West  Pass  Cut  range  line,  at  the 
entrance  to  West  Pass. 

Section  2. 

West  Pass  Bar  range  is  discontinued. 

West  Pass  Cut  range  lights  are  established  to  lead  in  the  best  water  into  West  Pass;  the 
course  on  the  range  is  67°  true  (NE  by  E % E mag.).  The  buoys  have  been  moved  to  mark 
the  channel,  and  a PS  bell  buoy  is  established  at  the  entrance. 

Sand  Island  Cut  range  lights  are  established  to  lead  through  the  best  water  eastward  of 
Sand  Island  to  the  Lower  Anchorage;  the  course  on  the  range  is  130°  true  (SE  % E mag.). 
9169&— 13 2 
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Page  72. 

General  Directions,  St.  Joseph  Bay. 

St.  Joseph  Bay  Entrance  buoy  (PS  can)  is  established  on  St.  Joseph  Point  range  line,  3% 
miles  IP  A7  IP  % 1VT  of  the  northern  end  of  St.  Joseph  Point  and  V2  mile  seaward  from  the  former 
position  of  the  Bar  buoy  (PS  can),  which  is  removed. 

Pages  73  and  74. 

General  Directions , St.  Andrews  Bay. 

The  Main  Channel  into  St.  Andrews  Bay  through  East  Pass  is  being  improved  by  dredging 
to  secure  a channel  200  feet  wide  and  22  feet  deep.  A channel  of  partial  width  and  depth  has 
been  secured,  and  the  buoys  have  been  moved  to  mark  it.  The  range  lights  have  been  moved 
slightly  to  lead  through  two  sections  of  the  dredged  cuts,  and  a new  range  has  been  established 
to  lead  through  the  third  section. 

Since  these,  changes  the  courses  through  the  dredged  cuts  are  11°  true  (N  % E mag.)  on  the 
St.  Andrews  Bar  range  until  about  34  mile  from  the  front  light.  Then  leave  buoy  No.  2 on  the 
starboard  hand  and  steer  327°  true  (NW  % N mag.)  on  the  St.  Andrews  Bay  range  until  up  with 
buoy  No.  4,  near  the  front  light.  Then  steer  301°  true  (NW  by  W 34  W mag.)  on  the  St.  Andrews 
Bay  inner  range  astern,  and  leave  buoys  Nos.  5,  7,  9,  and  11  on  the  port  hand  and  buoy  No.  6 
on  the  starboard  hand.  When  past  buoy  No.  6 change  course  gradually  to  5°  true  (N  34  E niag.), 
pass  about  34  mile  westward  of  Davis  Point,  and  leave  Port  Shoal  light  and  Courtney  Point  light 
(each  fixed  white)  on  the  port  hand;  the  latter  light  is  in  the  position  formerly  occupied  by 
buoy  No.  7. 

The  PS  nun  buoy  about  34  mile  northward  of  the  entrance  bell  buoy  has  been  painted  red 
and  numbered  “2A,”  and  now  marks  the  easterly  side  of  the  dredged  cut. 

The  PS  nun  buoys  in  St.  Andrews  Bay  are  removed. 

Page  78. 

Sailing  Directions , Pensacola  Bay. — Section  2. 

The  numbers  of  buoys  7 and  11  are  changed  to  15  and  19,  respectively. 

Page  81. 

Mobile  Bay. — General  description. 

Seven  red  beacons,  maintained  by  private  parties,  are  placed  to  mark  the  westerly  and 
northerly  sides  of  the  dredged  channel  through  Grants  Pass. 

Pages  82  and  83. 

Sailing  Directions,  Mobile  Bay. — Section  2. 

The  Sand  Island  range  lights  do  not  mark  the  best  water. 

A straight  channel  27  feet  deep  and  2(H)  feet  wide  has  been  dredged  from  light  No.  16  to 
light  No.  22  at  the  mouth  of  Mobile  River.  The  course  through  the  cut  is  1°  45'  true  (N  34  W 
mag.)  with  range  lights  (fixed  white)  in  line  ahead  The  east  side  of  the  cut  is  marked  by  two 
red  lights  and  three  red  beacons. 

The  lights  are  removed  from  t he  st  ructures  marking  the  old  channel  and  the  light  is  removed 
from  Battery  Gladden  lighthouse;  Second  Bend  Upper  light  is  discontinued  and  the  structure 
removed. 

Page  85. 

Sailing  Directions , Mississippi  Sound,  from  Mobile  Bay  to  Grand  Island  Pass,  Lake  Borgne. — 
Section  I. 

The  channel  through  Grants  Pass  is  now  marked  on  its  northerly  and  westerly  sides  by 
seven  red  beacons.  Vessels  desiring  to  use  this  pass  should  steer  for  the  first  beacon  (No.  2)  and 
then  follow  the  channel  as  marked  by  the  beacons,  leaving  them  on  the  starboard  hand  going 
westward. 


Page  88. 

Sailing  Directions,  Horn  Island  Pass  ami  Pascagoula  Harbor.  Section  2. 

On  the  W 14  N course  from  black  can  buoy  No.  5 to  black  can  buoy  No.  7,  four  black  spar 
buoys  should  be  left  about  60  yards  on  the  port  hand. 
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Section  3. 

Four  red  beacons  are  established  on  the  northeasterly  side  of  the  dredged  cut  leading  to 
Pascagoula  River  as  follows:  Two  between  lights  A and  B and  two  between  lights  B and  ('. 

Pages  89  and  9] . 

Ship  Island  Harbor  and  Gulfport.  Description  and  section  3. 

In  addition  to  the  lights,  nine  nun  buoys  are  placed  to  mark  the  easterly  side  of  the  dredged 
channel  leading  to  Gulfport. 

Pages  91,  92,  and  93. 

Cat  Island  Channel  and  Lake  Borgne. 

PS  nun  and  spar  buoys  are  maintained  by  the  Oyster  Commission  of  Louisiana  to  mark 
the  boundary  between  Mississippi  and  Louisiana  from  Cat  Island  Channel  through  South  Pass, 
Mississippi  Sound,  and  Grand  Island  Pass  to  the  entrance  of  Pearl  River. 

Page  93. 

Lake  Borgne  Canal. 

Two  fixed  white  lights,  maintained  by  private  parties,  are  established  as  a range  to  lead  to 
the  entrance. 

Bayou  St.  John. 

Range  lights  (each  fixed  red)  are  established  to  guide  to  the  entrance  to  Bayou  St.  John  on 
a 207°  true  (S  by  W Y W mag.)  course. 

Pages  94  and  96. 

Port  Ponchartrain. 

The  piles  and  remains  of  the  old  breakwater  off  Port  Ponchartrain  are  removed. 

Channel  beacon,  lying  southwestward  of  West  Rigolets  lighthouse,  is  removed. 

Pages  97,  98,  and  100. 

South  Pass. — Mississippi  River. 

A PS  gas  and  whistling  buoy  (occulting  white  light)  is  established  to  replace  South  Pass 
light  vessel,  No.  43,  which  is  removed. 

Page  98. 

Southwest  Pass,  Mississippi  River. 

Southwest  Pass  light  vessel  No.  4-3  (formerly  South  Pass  light  vessel  No.  43)  is  established 
in  a depth  of  17  fathoms,  about  ll{  miles  220°  true  (S  W % S mag.)  of  Southwest  Pass  East 
Jetty  light.  There  is  no  change  in  the  light  vessel  except  that  the  name  “Southwest  Pass”  is 
on  each  side  instead  of  “South  Pass,”  as  formerly. 

Southwest  Pass  range  front  light  (fixed  white)  is  established  on  a spur  dike  making  out 
from  the  west  jetty  and  will  be  moved  from  time  to  time  to  form  with  Southwest  Pass  light- 
house a range  leading  through  the  best  water  over  the  bar.  The  approximate  bearing  of  the 
range  line  is  NNE  mag. 

Southwest  Pass  East  Jetty  light  (fixed  red)  is  established  at.  the  present  end  of  the  east- 

jetty. 

A bell  buoy  (No.  2)  is  established  in  a depth  of  9 fathoms  about  Y mile  southwestward 
of  Southwest  Pass  East  Jetty  light  . 

The  channel  into  the  Mississippi  River  through  Southwest  Pass  is  being  improved  by 
dredging  to  secure  a channel  1,000  feet  wide  and  35  feet  deep.  A channel  of  partial  width 
and  31  feet  dee])  has  been  secured,  and  the  following  buoys  have  been  established  to  mark  it: 
Seven  gas  buoys  (occulting  white  lights)  and  12  spar  buoys  are  located  at  regular  intervals 
of  about  533  yards  on  the  northwesterly  side  of  the  channel,  beginning  with  gas  buoy  (No.  1), 
about  Y mile  northeastward  of  East  Jetty  light;  two  spar  buoys  are  placed  between  adjacent 
gas  buoys,  and  a bell  buoy  is  established  alongside  the  outer  and  inner  gas  buoys. 

A number  of  white  houses  have  been  erected  near  Southwest  Pass  lighthouse. 
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Page  100. 

General  Directions,  South  Pass  to  New  Orleans. 

South  Pass  West  Jetty  light  is  now  South  Pass  West  Jetty  range  front  light.  The  rear 
light  of  this  range  is  fixed  white  and  is  shown  on  a white  post  54  mile  297°  true  ( WN  It’  mag.) 
from  the  front  light. 

The  directions  for  entering  South  Pass  are  changed  to  read  as  follows: 

Bring  South  Pass  lighthouse  to  bear  312°  true  (NW  54  W mag.)  with  East  Jetty  light- 
house open  westward  of  it.  Stand  on  this  bearing  until  East  Jetty  lighthouse  is  about  54 
mile  distant  and  then  steer  297°  true  (WNW  mag.)  heading  for  West  Jetty  range  front  light 
in  range  with  West  Jetty  range  rear  light  and  leave  the  end  of  the  East  Jetty  about  200  feet 
on  the  starboard  hand.  The  current  will  strike  the  vessel  on  the  starboard  bow,  and  as  the 
end  of  the  East  Jetty  is  approached  the  vessel  should  be  headed  to  meet  it,  and  by  the  time 
she  is  abreast  the  end  of  the  East  Jetty  she  should  be  heading  fair  between  the  jetties. 

Page  103. 

Sailing  Directions , Atchafalaya  Bay. 

A channel  20  feet  deep  and  200  feet  wide  and  about  1454  miles  long  in  a 37°  30'  true  (NNE 
54  E mag.)  direction  has  been  dredged  from  deeper  water  in  the  Gulf  of  Mexico  to  deeper  water 
at  the  entrance  to  Atchafalaya  River. 

The  entrance  to  the  channel  lies  about  354  miles  173°  15'  true  (S  by  E 54  E mag.)  of 
Southwest  Reef  lighthouse  and  is  marked  by  can  buoy  No.  1.  A can  buoy  (No.  3)  is  estab- 
lished on  the  westerly  side  of  the  channel  about  2 54  miles  north-northeastward  of  buoy  No.  1. 
The  easterly  side  of  the  channel  is  marked  by  piles  placed  150  feet  from  the  center  of  the 
channel. 

Page  104. 

Trinity  Shoal. 

The  whistling  buoy  and  gas  buoy  formerly  marking  the  channel  between  Trinity  Shoal 
and  Tiger  Shoal  are  replaced  by  a PS  nun  buoy. 

A gas  and  whistling  buoy  (occulting  white  light)  is  moored  in  7 fathoms  2 54  miles  south- 
ward from  the  southerly  edge  of  Trinity  Shoal,  and  in  latitude  29°  07'  (30")  N,  longitude 
92°  15'  (00")  W.  A station  buoy  (nun,  No.  2)  is  established  alongside. 

Pages  104  and  108. 

Sabine  Bank. 

A HS  gas  buoy  (occulting  white  light)  is  moored  in  5 fathoms  on  the  northeasterly  edge  of 
the  easternmost  shoal  of  Sabine  Bank,  about  1 mile  northeastward  of  the  3 54 “fathom  spot,  and 
in  latitude  29°  27'  N,  longitude  93°  19'  W. 

Page  107. 

Sabine  Pass. — Pilots. 

The  additional  charge  for  piloting  vessels  from  inside  of  Sabine  Pass  through  the  canal  lo 
Port  Arthur  is  $0.50  per  foot  of  the  vessel's  draft. 

Pages  107  and  109. 

Sabine  Pass. — Sailing  Directions , section  2. 

Entrance  Range  lights  (front  light  fixed  red,  rear  light  fixed  white)  are  established  inside 
of  the  jetties  to  lead  in  the  dredged  channel  into  Sabine  Pass  from  the  entrance  to  the  first  bend. 

Inner  Range  lights  (front  light  fixed  white,  rear  light  fixed  red)  are  established  to  lead 
through  the  dredged  channel  from  the  first  bend  to  the  deep  water  of  the  channel  above  the 
life-saving  station.  The  front  light  is  near  the  south  bank  of  the  pass  above  the  town  of  Sabine 
and  the  rear  light  is  near  the  north  bank  a little  over  54  mile  in  rear  of  the  former. 

Sabine  Pass  Channel  light  (fixed  red)  is  established  in  a depth  of  10  feet  on  the  north  side 
of  the  channel  opposite  the  village  of  Sabine  Pass  and  about  254  miles  above  Sabine  Pass 
lighthouse. 
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Port  Arthur  Canal  light  (fixed  red)  is  established  in  a depth  of  3 feet  on  the  northeasterly 
side  of  the  entrance  to  Port  Arthur  Shi])  Canal  from  Sabine  Pass. 

Changes  have  been  made  in  the  buoyage  of  Sabine  Pass,  buoy  No.  30  is  near  the  former 
position  of  buoy  No.  18  and  Sabine  Pass  Channel  light  is  near  the  former  position  of  buoy  No.  20. 

Page  113. 

Sailing  Directions , Galveston  Harbor. — Section  2 and  remarks. 

A gas  and  whistling  buoy  (fixed  white  light)  is  established  to  replace  the  whistling  buoy 
which  is  removed. 

Fort  Point  lighthouse  is  discontinued. 

A red  slatted  beacon  is  established  in  a depth  of  9 feet  on  the  southerly  edge  of  the  shoal 
making  out  from  Bolivar  Point. 

Fort  Point  gas  buoy  No.  11  (occulting  white  light)  is  moored  close  to  bell  buoy  No.  9A. 
Pelican  Spit  Shoal  gas  buoy  No.  6 (occulting  red  light)  is  moored  on  the  point  of  the  shoal 
extending  into  the  channel  from  Pelican  Island  between  Bolivar  Point  and  Fort  Point. 

A red  slatted  beacon  is  established  on  the  westerly  side  of  the  channel  about  halfway 
between  Second  Turn  and  Hitchcock  Reef  lights. 

Hitchcock  Reef  light  is  rebuilt  in  a new  position  % mile  southward  from  Second  Turn  light. 
A light  is  established  on  the  westerly  end  of  the  dike  opposite  the  Southern  Pacific  Docks. 

Page  114. 

Sailing  Directions , Brazos  River. — Section  2. 

Black  can  buoys  Nos.  1 and  3 and  red  nun  buoy  No.  2 mark  the  channel  leading  to  (lie 
entrance  between  the  jetties  at  Brazos  River. 

Page  117. 

General  Directions , Entrance  to  Aransas  Pass. 

The  red  nun  buoy  marked  “ J,”  formerly  marking  the  end  of  a jetty,  is  removed  and  Aransas 
Pass  gas  buoy  No.  2 (occulting  red  light)  is  established  in  a depth  of  4 fathoms  lb7  yards  ofi 
the  submerged  end  of  the  north  jetty. 

Page  117. 

Rio  Grande. 

Strike  out  the  last  sentence  of  the  first  paragraph. 

Page  135. 

Storm-warning  displays. 

At  night  a white  light  below  a.  red  light  indicates  westerly  winds. 

Pages  163  to  169. 

Pilot  Rules. 

The  Pilot  Rules  are  canceled,  changes  having  been  made  since  the  publication  of  the 
volume.  Correct  copies  of  the  Pilot  Rules  can  be  obtained  at  the  offices  of  the  Steamboat- 
Inspection  Service. 


o 


